
 No. Admin/store/purchase/ Instrument / 2015-AIIMS- RPR                               13.04.2015 

 

INVITING QUOTATIONS FOR Supply of Instrument for Department of Microbiology, AIIMS, Raipur. 

QUOTATION NOTICE 

 Sealed quotations are invited from intending registered Stockiest/ Distributors having TIN/ 

relevant documents for supply of Instrument  for Department of Microbiology, AIIMS, Raipur and 

should be submitted to office of Store Officer up to 3:00 pm on 21
st
 April, 2015. The quotations will 

be opened on the same day. As per detailed below:- 

S. 

No. 
Items name Qty Unit Rate in ₹ 

1 Micropipette single channel variable 

Volume -0.5- 10.0µl 

2NO. 
 

2 Multichannel variable volume pipette 
20-200 µl 

1NO.  

3 Multichannel variable volume pipette 
30-300 µl 

1NO.  

 

 

SPECIFICATIONS 

 

 

1. Micropipette single channel variable Volume -0.5- 10.0µl 

 Desired volume can be set easily in just a few turns 

 Control button with very low operating forces 

 Colour coding for easy identification of pipette 

 Ergonomic height even at maximum volume to limit strain on thumbs 

 4 digit display with magnifying window 

 Ultralight chemically resistant piston 

 Spring loaded tip cone 

 Quick lock function 

 Low operating force required for ejection  

 Ejector should be positioned in such a way that thumb strain is reduced 

 Relative systematic error ±1% - ±8% 

 Absolute systematic error should range from ±.04 µl - ±0.1 µl 

 Should bear an ISI mark 

 Company should have ISO certification 

 One year warranty and guarantee 

 

अखिल भारतीय आयरु्विज्ञान ससं्थान  ,राययरु (ढ़गतीसत्छ)   

All India Institute of Medical Sciences, Raipur (Chhattisgarh)  
Tatibandh, 

Raipur-492099 (CG) 



 

 

2. Multichannel variable volume pipette 

 Desired volume can be set easily in just a few turns 

 Volume range 20-200 µl and 30-300 µl                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                            

 Should have 8 channels 

 Control button with very low operating forces 

 Colour coding for easy identification of pipette 

 Ergonomic height even at maximum volume to limit strain on thumbs 

 4 digit display with magnifying window 

 Ultralight chemically resistant piston 

 Spring loaded tip cone 

 Quick lock function 

 Low operating force required for ejection  

 Ejector should be positioned in such a way that thumb strain is reduced 

 Should bear an ISI mark 

 Company should have ISO certification 

 One year warranty and guarantee 

 

1. Taxes, if any (Kindly Mention). 

2. Delivery Schedule – within 10 days from the date of issue of PO. 

3. Price should be for Destination basis. 

4. LD @ 0.5% of PO value per week for delay of supply of material subject to maximum up to 

10% of PO value. 

        

        (Store Officer) 

           AIIMS, Raipur (CG) 


